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(2) Mechanical rooms and other
spaces which normally are not fre-
quented by the public or employees
with handicaps of the occupant agency
or which by nature of their use are not
required to be accessible are excepted
from this section.

[53 FR 35510, Sept. 14, 1988. Redesignated at
54 FR 5444, Feb. 3, 1989]

Subpart C—Technical Provisions
§ 1190.40 Technical specifications.

Features, elements and spaces re-
quired to be accessible by § 1190.31,
§ 1190.32, or § 1190.33 shall meet the tech-
nical requirements specified in the pro-
visions of sections 4.2 through 4.32 of
ANSI A117.1–1986, ‘‘American National
Standard for Buildings and Facilities—
Providing Accessibility and Usability
for Physically Handicapped People,’’
which is incorporated herein by ref-
erence, except as noted herein. This in-
corporation by reference was approved
by the Director of the Federal Register
in accordance with 5 U.S.C. 552(a) and 1
CFR part 51. Copies may be obtained
from the American National Standards
Institute, Inc., 1430 Broadway, New
York, NY 10018. Copies may be in-
spected at the office of the U.S. Archi-
tectural and Transportation Barriers
Compliance Board, 1111 18th Street,
NW., Suite 501, Washington, DC or at
the Office of the Federal Register, 800
North Capitol Street, NW., suite 700,
Washington, DC.

[54 FR 5447, Feb. 3, 1989]

§ 1190.50 Exceptions.
(a) In addition to ANSI A117.1–1986,

section 4.10 (incorporated by reference,
see § 1190.31(a)), Elevators, the fol-
lowing requirement is added: Hall call
buttons provided under ANSI A117.1–
1986, section 4.10.3 shall be raised or
flush.

(b) Under ANSI A117.1–1986, section
4.7 (incorporated by reference, see
§ 1190.31(a)), Curb Ramps, and ANSI
117.1–1986, section 4.7.7, Warning Tex-
tures, and ANSI 117.1–1986, section
4.7.12, Uncurbed Intersections, shall
not apply.

(c) In addition to ANSI A117.1–1986,
section 4.28, Signage (incorporated by
reference, see § 1190.31(a)), there is

added the requirement that interior
tactile signage identifying rooms and
spaces be located alongside the door on
the latch side and be mounted at a
height between 54 in and 66 in (1370 mm
and 1675 mm) above the finished floor.

[54 FR 5447, Feb. 3, 1989]

Subpart D—Special Building or
Facility Types or Elements

§ 1190.60 Special building or facility
types.

The requirements specified in the
Uniform Federal Accessibility Stand-
ards (UFAS) in sections 5, Restaurants
and Cafeterias; 6, Health Care; 7, Mer-
cantile; 8, Libraries; and 9, Postal Fa-
cilities, are deemed to satisfy min-
imum guidelines and requirements of
the ATBCB for accessibility standards
for those building and facility types.

[54 FR 5448, Feb. 3, 1989]

PART 1191—AMERICANS WITH DIS-
ABILITIES ACT (ADA) ACCESSI-
BILITY GUIDELINES FOR BUILD-
INGS AND FACILITIES

1191.1 Accessibility guidelines.
1191.2 Temporary suspension of certain de-

tectable warning requirements.
APPENDIX A TO PART 1191—AMERICANS WITH

DISABILITIES ACT (ADA) ACCESSIBILITY
GUIDELINES FOR BUILDINGS AND FACILI-
TIES

AUTHORITY: 42 U.S.C. 12204.

SOURCE: 56 FR 35453, July 26, 1991, unless
otherwise noted.

§ 1191.1 Accessibility guidelines.
The accessibility guidelines for build-

ings and facilities for purposes of the
Americans with Disabilities Act are
found in the appendix to this part. The
guidelines are issued to assist the De-
partment of Justice and Department of
Transportation to establish accessi-
bility standards to implement the leg-
islation.

[56 FR 45518, Sept. 6, 1991]

§ 1191.2 Temporary suspension of cer-
tain detectable warning require-
ments.

The detectable warning requirements
contained in §§ 4.7.7, 4.29.5, and 4.29.6 of
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Appendix A to this part are suspended
temporarily until July 26, 2001.

[63 FR 64837, 64838, Nov. 23, 1998]

APPENDIX A TO PART 1191—AMERICANS WITH DISABILITIES ACT (ADA)
ACCESSIBILITY GUIDELINES FOR BUILDINGS AND FACILITIES
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